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В смесителях La Torre использует-
ся картридж ECO в целях энер-
госбережения. Данная характе-
ристика отвечает требованиям
по защите окружающей среды,
что подтверждается сертифика-
том ISO 14001. 

Рычажок смесителя фиксируется
в трех вертикальных положени-
ях: закрыто, средний расход
воды, максимальный расход
воды, для достижения послед-
него положения необходимо
приложить усилие.

Картридж NON-ECO – доступен
под заказ

La Torre mixers 
are equipped with a  
ECO cartridge
to save energy.
This responds to the policy 
of the Co. Towards preservation 
of the Environment as officially 
recognised by the certification 
ISO 14001 Environmental
Management Systems.

NON - ECO cartridge
on request!

MAXIMUM WATER FLOW RATE

ECONOMICAL WATER FLOW RATE

CLOSED
Endurance test:
EN 817 70.000 cycles
ASME A112.18.1 500.000 cycles

Flow rate:
3 bar / 45 psi, test faucet, EN 817
34,6 l/min / 9,1 gpm without resistance
22,3 l/min /5,9 gpm with resistance “C”

DRINKABLE DRINKABLE 
YOUR WATER YOUR WATER 

Загрязнение свинцом

Как показывают результаты
исследований, латунь даже с
малым содержанием свинца,
широко используемая в про-
изводстве кранов и вентилей,
загрязняет питьевую воду.
Свинец является вредным
веществом, которое накапли-
вается в  организме и проя-
вляет свою токсичность даже
при его минимальном содер-
жании 80-100 мкг на литр
крови. Свинец представляет
особенную опасность для
детей и может оказать нега-
тивное влияние на их психи-
ческое и физическое разви-
тие. 
Поэтому многие страны пере-
сматривают максимально
допустимый показатель
содержания свинца в питье-
вой воде и приводят его в
соответствие с уровнем в 10
мкг/л, рекомендованным
Всемирной организацией
здравоохранения.

Процесс RUVECO
Патент США
N ° 6 . 2 8 4 . 0 5 3

Процесс RUVECO позволяет
просто, эффективно и эко-
номно удалить свинец с
поверхности латуни. 

Продукция, обработанная
таким способом, полностью
отвечает действующим нор-
мам о выделении свинца в
питьевую воду. 

Благодаря процессу RUVECO
выделение свинца из продук-
ции, обработанной по данной
технологии, оказалось еще
меньшим, чем 10 мкг/л, реко-
мендованные Всемирной
организацией здравоохране-
ния, и таким образом соо-
тветствует строгому амери-
канскому стандарту NSF61 и
калифорнийскому стандарту
о содержании свинца.

THE CONTAMINATION
BY LEAD

Brass currently used to produce
taps and valves, contains 
a certain % of lead which 
contaminates drinking water, 
as clearly demonstrated by
several studies 
(see diagram below).

Lead accumulates in the human
body and its toxicity 
becomes evident also at very
low concentration      
in the blood : 80-100 μg/l.
It is particularly dangerous 
for children whose 
psyco-physical growth 
can be affected.

For these reasons the standards
in various Countries have been
modified or are under revision,
to set the maximum level of lead
content in drinking water 
to the values recommended 
by WHO (Word Health
Organizzation) 10μg/l.

THE PROCESS RUVECO
UNITED STATES PATENT
N°6.284.053

The RUVECO  Process 
inhibits lead release 
from brass to water in a simple, 
effective and economic way.

The products treated 
by this process fulfill entirely     
the requirements of the new
standards concerning    
the contamination of lead 
in drinking water.

With the RUVECO Process 
the resulting lead release 
of treated products is always
lower than 10 μg/l respecting
suggested standards 
by WHO (World Health
Organizzation)(fig 2).

В своей продукции
La Torre применяет
новые технологии,
чтобы вода стано-
вилась еще чище

We apply 
to all our products 
a new technology 
to give you 
healthier water 

ANTI-LIME
LONG LIFE

PERFECT 
FLOW

LOWEST NOISE
LEVEL

HIGHT RESISTANCE
TO WATER PRESSION

Устойчивость к образова-
нию известковых отложе-

ний
Долговечность 

Отличная четкость струи 
Минимальный уровень шумности

Устойчивость к высокому давле-
нию воды

NEW AERATOR
ANTI-LIMING

Новый тип аэратора, устой-
чивый к образованию

известковых отложений
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®

RUBINETTERIA since 1960

Технические характеристики - TECHNICAL INFORMATIONS
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CHROME PLATING ACCORDING 
TO THE NORM EN 248
CHROME THICKNESS 0,4 MICRO
NICKEL THICKNESS 12 MICRO

INSIDE CARTRIDGE WITH CERAMIC DISCS
COMPLYING  WITH FLOW AND RESISTANCE
REQUIREMENTS OF
EN 817 – ASME A112.18.1M

“HONEYCOMB” AERATOR WITH ANTI-LIME SYSTEM,
LOW NOISE, HIGH PRESSURE RESISTANCE.

STAINLESS STEEL  FLEXIBLE HOSE 
CONNECTIONS SUITABLE  FOR THE CONNECTION
BETWEEN  MAIN PLANT AND  MIXERS. 
COMPLYING WITH REQUIREMENTS OF DVGW 
– DVGW/W270 – WRAS – WRC – NSF61 – WATER-
MARK – CSTBAT – KIWA

BRASS FLEXIBLE HOSES FOR SHOWERS
AND KITCHEN ONES WITH INSIDE 
NON-TOXIC RUBBER HOSE.
DOUBLE GRIP  0.26 THICK
ACCORDING TO THE NORMS NF – ACS – NSF61

HAND SHOWERS FOR KITCHEN MIXERS

SUITABLE FOR COMPACT CONTACT 
WITH DRINKING WATER, 
NO TOXIC  ACCORDING TO NF – NSF

O. RINGS AND WASHERS IN SPECIAL MATERIAL
SUITABLE FOR DRINKING WATER. DVGW 
– DVGW/W270 – NSF61 – WRC – WRAS

BRASS  POP UP WASTE ACCORDING 
TO  NF – NSF61.

TRADITIONAL MECHANISMS 

OR WITH CERAMIC DISCS, 
LONG LIFE AND RESISTANT 
TO HIGH TEMPERATURE . COMPLYING WITH 
THE NORMS NF – WRC – ASME – CSA – KIWA – DIN

GENERAL FEATURES OF THE 
LA TORRE PRODUCTS

®

RUBINETTERIA since 1960

Смесители La Torre выполнены из латуни и отве-
чают следующим нормам:
ЛАТУНЬ OT 58 – UNI EN 12165:1999
ЛАТУНЬ OT 59 – UNI EN 1982:2000
ЛАТУНЬ OT 63 – UNI EN 12449:2001

LA TORRE MIXERS  ARE BRASS MADE

COMPLYING WITH  FOLLOWING  REGULATIONS:
BRASS OT 58 – UNI EN 12165:1999
BRASS OT 59 – UNI EN 1982:2000
BRASS OT 63 – UNI EN 12449:2001

95% продукции выполняется посредством
литья или штамповки цельных конструк-
ций без сварки и/или включения дополни-
тельных компонентов, что гарантирует
полную герметичность и долговечность.

95% of tapʼs bodies “casted” 
or press-forged in one piece, 
without any kind of welding on bonded joint:
total security of wet seal and life

Examples:




